Name: ME ELECTIVE 2 (25062) 


DESIGN CONDITIONS 


Dry bulb Relative Specific 


2nd floor E202-E206 Fo 


Total outside 32 70 0.21 


Area or Sun Gain or Watts 


Quantity Temp. Diff. (sensible) (sensible + 25 50 0.083 
latent) inside 
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sensible (W) 
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Cp of air ty o room volume (m3) 
(J/kg-K) 


0 om Air Change/h 
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| | 20,909.28 
6,989.64 | 23,109.28 | 30,098.92 


Total Air flow requirement 


2nd floor (Airconditioning Room 


Item 


ME ELECTIVE 2 (25062) 


DESIGN CONDITIONS 


Wall - SE 


Wall-S 


Wall - SW 


Wall - W 


Wall - NW 


People 


Lighting 


Equipments: 


TV 


Water dispenser 


Wall Fan 


Area or Sun Gain or Factor Watts Total 
Quantity Temp. Diff. (U) (sensible) Watts (sensible + 
(latent) latent) 
Sun Gain (W/m2) 
37.16 
63.30 
882.00 
17.39 
1,327.20 
2,250.00 1,650.00 
72.00 
260.00 
Density of Air 
kg/m3 
15,681.96 
5,295.13 17,331.96 22,627.09 


Total Air flow requirement e a] I l | l 


Drybulb Relative Specific 
temp Humidity Humidity 
(deg.C) % kg/kg 
. 32 70 0.21 
outside 
inside 25 50 0.083 
length TG vic NN 
floor area ( wall height infiltration CMH 
161.28 


room volume (m3) 


Air Change/h 


